
External Tank Risk Assessment MassesExternal Tank Risk Assessment Masses

(0.004 lbm / 0.015 lbm) LO2 Tank / Intertank / LH2 Tank Acreage

(0.084 lbm / 0.097 lbm) LH2 Ice/Frost Ramps, 16 each
(0.25 lbm / 0.25 lbm) LH2 Acreage adjacent to LH2 Ice/Frost Ramps
(0.016 lbm / 0.041 lbm) LH2-I/T Flange
(0.025 lbm / 0.068 lbm) Bipod Closeout, 2 each 
(0.005 lbm / 0.005 lbm) Jack Pad Closeout, 2 each 
(0.013 lbm / 0.013 lbm) LO2 Feedline Supports, 5 each 
(0.006 lbm / 0.011 lbm) Thrust Strut, 2 each 
(0.065 lbm / 0.112 lbm) Longeron, 2 each 
(0.023 lbm / 0.050 lbm) Thrust Strut Flange Closeout, 2 each 
(0.006 lbm / 0.011 lbm) SRB PAL Ramp, 2 each 
(0.066 lbm / 0.066 lbm) LO2/LH2 Umbilical Fairing and Cable Tray, 2 each 
(0.083 lbm / 0.083 lbm) Vertical Strut to SRB Cable Tray, 2 each
(0.019 lbm / 0.029 lbm) ET/SRB Aft Upper Fairing and Cable Tray, 2 each 
(0.004 lbm / 0.004 lbm) LO2 Feedline (Acreage & BX wire run) 
(0.004 lbm / 0.004 lbm) LO2 Feedline (PDL wire runs) 
(0.009 lbm / 0.009 lbm) LO2 Feedline (PDL drip lip) 
(0.004 lbm / 0.004 lbm) LO2 Feedline (BX drip lip)
(0.011 lbm / 0.011 lbm) LO2 Feedline Flange Closeout, 5 each

Risk Assessment Masses, lbm (pound-mass)
(≤ 135 seconds / > 135 seconds)

(0.020 lbm / 0.051 lbm) LO2 Ice/Frost Ramps, 12 each
(0.005 lbm / 0.015 lbm) GO2 Pressline Bracket
(0.033 lbm / 0.033 lbm) LO2-I/T Flange

(0.020 lbm / 0.051 lbm) I/T Ice/Frost Ramps, 7 each
(0.004 lbm / 0.015 lbm) Aerovent
(0.016 lbm / 0.016 lbm) LO2 Feedline Fairing Closeout
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